
Abuse or attack 

will automatically start

the alarm and followed by

the ignition of the ink

system. The bank notes 

in the ATM cassette 

will be permanently 

marked by the security

ink and are therefore

worthless to the thief.

BOA
AT M  C a s s e t t e  Tr a n s p o r t  S y s t e m

Stains the notes inside the cassette with security ink

Its basic features are
• Can work with the most used plastic ATM cassettes
• The BOA security system penetrates the ATM cassette 

and injects security ink into the bank notes
• Time controlled
• Cannot be manipulated
• Easy handling

Equipment
• BOA Security System
• Surface protection
• Electronic key
• Racks in the vehicle for the transport of the ATM cassettes
• Trolley for the transport of two BOA cases
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For the safe & secure transportation 
of ATM cassettes: 
BOA-S (NCR, Wincor/Nixdorf, Diebold)
BOA-M (NCR, Wincor/Nixdorf, 
Diebold und DelaRue)
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Characteristics
• Ideal for the safe transport of most used sizes of ATM plastic cassettes 
• No modification of the ATM cassettes required
• Simple pre-programming prevents incorrect operation and complicity
• The Fast-acting security ink colours all the bank notes 
• The staining security ink is resistant against any known chemical 

washing making the notes unusable to anyone, 
other than the legal owner

• Inexpensive and low investment makes it an economical yet 
safe method of transporting ATM-cassettes

Dimensions and weight
External dimensions, mm Depth Height Width Weight
BOA-S case 500 480 340 20,0 kg
BOA-M case 530 480 340 21,0 kg
Rack for 2 BOA cases 398 1030 548 21,2 kg
Rack for 3 BOA cases 398 1520 548 30,4 kg
Trolley 750 1200 480 15,0 kg
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